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A pressure transducer on a short cable instead of a plug — for places where the connector would be the weak point.
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Cable-Output Pressure Transmitter
Indiana catalogue ID II-PT-006 Pressure Meters

A pressure transducer on a short cable instead of a plug — for places where the connector would be the weak
point.

OUTPUT

4–20 mA

PROTECTION

IP67

BODY

304 stainless steel

01 Overview

Cable-output transmitters are sealed against moisture at the cable gland, which suits wet, vibrating or hydraulic locations. The
listings describe a dual-head threaded 304 stainless transmitter for water treatment and a diffused-silicon submersible sensor
for hydraulic oil.

The photographs show single and paired units with a black cable and threaded fittings, and slim submersible-style sensors.

W H AT  I D E N T I F I E S  I T

Cable lead rather than a plug

4–20 mA output

IP67 protection stated

304 stainless-steel body
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02 Views

PRIMARY VIEW Cable-Output Pressure Transmitter — overall view
Product photograph

ALTERNATE VIEW Cable-Output Pressure Transmitter — view 2
Product photograph

ALTERNATE VIEW Cable-Output Pressure Transmitter — view 3
Product photograph

ALTERNATE VIEW Cable-Output Pressure Transmitter — view 4
Product photograph

03 Principal data

A S  S TAT E D  I N  T H E  M A N U FACT U R E R  L I S T I N G

Type Pressure transmitter with cable output

Output 4–20 mA

Protection IP67

Body 304 stainless steel

Sensing element (one listing) Diffused silicon

Accuracy (spec card) 0.25 % F.S.

The full set of stated values, variants and open points is in the specification document for this product.
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04 Applications and industries

A P P L I C AT I O N S I N D U S T R I E S

Water and wastewater Machinery General industry

TO  Q U OT E  T H I S  W E  N E E D

CONFIRM BEFORE ORDERING

TELEPHONE

+91 75033 02545
+91 92893 62447

EMAIL

info@indianainstrutech.com
QUOTATION

List the product, ID and quantity; add
process conditions. We reply with a
quotation.

Manufacturer product listing (saved October 2026). Figures are reproduced as listed; spec-card values and title values are shown separately where they differ.
Figures are reproduced from the source documentation; where a source states two different values both are shown. Nothing on this sheet is a certification, and no
hazardous-area approval is implied unless a certificate is supplied with the quotation. INDIANA SALES (INDIANA INSTRUTECH) · info@indianainstrutech.com ·
issued 24 October 2026.

Water treatment

Hydraulic oil circuits

Submersible pressure sensing Pressure type (gauge, absolute, differential) and range

Medium and temperature

Output and supply required

Process connection

Quantity

Photographs, figures and wording come from the manufacturer’s product listing for this family and may describe a sibling
configuration; the datasheet for the ordered model is confirmed with the quotation.

One listing names a display; the photographs show none.


